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INTRODUCTION 

http://www.radicalsportscars.com/


1. INTRODUCTION TO YOUR CAR 

1.1 COCKPIT LAYOUT 

1.2 DASHBOARD LAYOUT 

 



1.3 DASH CONFIGURATIONS 

1.4 ENGINE BAY LAYOUT 



1.5 FRONT SUSPENSION LAYOUT 

 



1.6 REAR SUSPENSION LAYOUT 

1.7 ELECTRICAL HARDWARE LOCATION 

o 

o 



1.8 REVERSE LEVER LOCATION 

 



2. RUNNING YOUR CAR 

o 

o 

o 

o 

o 

o 

mailto:engines@radicalsportscars.com


2.1 PRE-SESSION CHECKS 

o 

o 

o 

o 

o 

  



2.2 DRIVER CONTROLS 

o 

o 

o 

o 

Ÿ Ÿ Ÿ Ÿ Ÿ Ÿ

 





2.3 ADJUSTING THE SEAT AND PEDALS 

 



3. NEW CAR SHAKEDOWN 

3.1 SHAKEDOWN GUIDE 

o 

o 

o 

o 

o 

o 

o 

o 



o 

o 

o 

o 

o 



3.2 BEDDING IN THE BRAKES 

o 

o 

o 

o 

o 

o 

 



4. TYRE MANAGEMENT 

o 

o 

o 

o 

o 

o 

o 

o 

o 



5. WORKSHOP CAR MAINTENANCE 

5.1 LIFTING YOUR CAR 



 



6. CAR SETUP 

6.1 HOW TO SET UP THE CAR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

6.2 CORNER WEIGHTS 



6.3 DUNLOP SETUP SHEET 

  

Bump LS: -7 FARB Bump LS: -7

Bump HS: -25 Soft 15.8mm Bump HS: -25

Rebound: -25 Medium 19mm Rebound: -25

Hard 22.2mm

X Hard 22.2mm black

Weight Weight

Estimate Estimate

Bump LS: -12 RARB Bump LS: -12

Bump HS: -25 Soft 12.7mm Bump HS: -25

Rebound: -25 Medium 15.8mm Rebound: -25

Hard 19mm

X Hard 22.1mm Weight Weight

Super hard 22.1 black Estimate Estimate

PADS

Dunlop 01
Tyre Compound

CM004

Rear bi wing PADS

01

Springs/Preload

95Nm 

100mm 

Preload 

0 Turns

95Nm 

100mm 

Preload 

0 Turns

REAR

n/a

220

70

3.235

220

70

22

20

n/a

3.409

SR3 Gearing

28

22

20

-25

LHD        RHD

Short n/a

Medium n/a

Long n/a

Triple Intrax

Single Intrax

Rake mm

142 144

184

Cross%

14mm

620+80kg

Triple Intrax

3mm 

IN

7676
110Nm 

100mm 

Preload               

4 Turns

110Nm 

100mm 

Preload               

4 Turns

80kg167

SR8 Gearing

Triple Intrax Springs/Preload

Single Intrax

Tyre Pressures PSI (Cold & Hot)

Single Intrax

-25

173

-25

Triple Intrax

-1.7 -1.7

Front diffuser H

45mm

Ballast Weight

-3.5 -3.5

Camber Toes

Corner weights (Est)/ Drop Height

3mm 

IN

Note: When carrying out set-up on flat-patch, set tyre pressures to hot pressure. Ensure that they are returned to cold pressures 

after setup is complete.

Total weight kg

2mm 

OUT

2mm 

OUT

Single Intrax

28

X long n/a

28 28

2.917

Std

Chain Drive Gearing

3.071

FRONT

167
-25



6.4 HANKOOK SETUP SHEET 

 



6.5 DUNLOP DROP HEIGHTS (IN-DEPTH) 



6.6 HANKOOK DROP HEIGHTS 

  

  

 



6.7 DAMPERS 

 



6.8 WET WEATHER SET-UP 

  



7. CAR SERVICING 

7.1 FILTER SERVICING 

7.2 GEARSHIFT ACTUATOR SETUP 



7.3 WHEEL SPEED SENSOR SETUP 

7.4 FUEL PRESSUE ADJUSTMENT 



7.5 TPS INITIAL SETUP 






















































